
The Romteck Radio Frequency Identification (RFID) reader can provide a method of 

long range identification and authentication of various plant and equipment, such as 

Vehicles, Gensets, Lighting towers, pumps and more.  

The FMS System with Smart RFID tags installed can obtain Engine Hours, 

temperature or other sensor inputs from the equipment and pass that information back 

to the Fuel Management System whilst refuelling.  
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¤ Long Range  - Up to 30 metres, if required depending on configuration. 

¤ Flexible - Service vehicles or Fixed fuel farm and bowser systems. 

¤ Large coverage - The Romteck RFID system utilises multiple patch antennas 

providing 360° coverage around service vehicle or bowsers. 

¤ Independent - The RFID tag does not require power from the vehicle to obtain or 

pass engine hour information to the reader. This allows a fully isolated vehicle or 

Genset to still be read by the FMS system. 

¤ Simple Installation - The tags can be screw mounted or glued to the equipment. 

The Engine Hours pickup, is a simple two wire connection. 


����������
���������� 

������������������������

���������������������������������������������� 

������������������ 

������ 

�	���	����
There are two types of RFID tags available. 

¤ The “Smart Tag” with a clock, logging memory and sensor 

inputs. 

¤ The “Passive Tag” works in a similar way to an ID card and 

contains a unique identification number. 
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